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MAXX

* MAXX8A SUB is Active Subwoofer for professional use,
It can be used in following electromagnetic environment:
residential, commercial and light industrial, urban
outdoors. It is the apparatus Not intended for rack
mounting.

* The maximum length of cables:
Audio input less than 10m

* For MAXX8A SUB, the peak inrush current is 3.56A
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INTRODUCTION

Thank you for choosing TOPP PRO products.

Our professional Audio Products are designed and tested by a highly qualified engineering team

with more than 30 years of experience. Great pride & care are placed in delivering the products

with excellent performance, specifications and dependable reliability.

Also great emphasis is placed in creating and bringing to market products that can fill multiple

applications and also offer customer exceptional value. Every TOPP PRO Audio products is tested

and must comply to very strictly standards.

Please carefully read this manual before operation.

FEATURES

These series products include active speaker cabinets, subwoofer, and complete packages.

A) ACTIVE SPEAKERS:

1. TPS i8HA

2. TPS i10HA

3. TPS i12HA

4. TPS i28HA

b) SUBWOOFER:

1. MAXX 10A SUB

2. MAXX 12A SUB

3. MAXX 15A SUB

c) PACKAGES:

1)MAXX i8HA-222 PACK (TPS i8HA+MAXX 10A SUB+MX.22/2FX)

2)MAXX i10HA-222 PACK (TPS i8HA+MAXX 12A SUB+MX.22/2FX)

3)MAXX i28HA-222 PACK (TPS i28HA+MAXX 12A SUB+MX.22/2FX)

4)MAXX i12HA-222PACK(TPS i12HA+MAXX 15A SUB +MX.22/2FX)

These products are design to provide a cost effective high grade solution, and they can be used

for all kinds of applications, such as churches, conference center, disco, etc. You can select right

model according to your request.

USEFUL DATA

Please write your serial number here for future reference.

Serial Number:

Data of Purchase:

Purchased at:

MAXX



REAR PANEL DESCRIPTION

(1)

(2)Input AC power socket with main fuse

(3)POWER, Green LED, indicate ON status

(4)BYPASS Switch Select High pass filter or bypass

Ground Lift Switch

(6)

(7)LINE IN LEFT/MONO ON

(8)LINK LEFT/RIGHT ON XLR

(9)SIGNAL/LIMIT, Red LED, indicate ON status

VOLUME main power amplifier control

(12)OUT LEFT/RIGHT ON 2x

(13)

ON-OFF main power switch

(5)

(10)

(11)PHASE Switch Reverse the Polarity of SUB OUT

LINE IN RIGHT.ON XLR CONNECTOR

COMBO CONNECTOR

CONNECTOR

XLR CONNECTOR

POWER SWITCH SELECTOR

ACTIVE SUBWOOFER MAXX 10A/12A/15A SUB

(6)

(7)

(8)

(11)(10)(9) (12)

(4)
(5)

(3)

(13)

(2)

(1)
- 8

VOLUME

MAX

BY PASS

HPF 80Hz

OUT

SIGNAL
LIMIT

RIGHTLEFT / MONO
IN

POWER

PHASEGND

NORMAL

REVERSE

RIGHTLEFT / MONO

LINK
RIGHTLEFT

MADE IN CHINA

AC INPUT
POWER

110 -120V 220 -240V

ON OFF

AC INPUT

110-120V 50/60Hz~

220-240V 50/60Hz~

110-120V: T6.3AL

220-240V: T3.15AL

AC FUSE

POWER CONSUMPTION: 350W

SERIALMODEL

CAUTION
RISK OF ELECTRIC SHOCK

DO NOT OPEN

CAUTION:
REPLACE WITH THE SAME TYPE FUSE AND RATING
DISCONNECT SUPPLY CORD BEFORE CHANGING FUSE

WARNING: SHOCK HAZARD - DO NOT OPEN

AVIS: RISQUE DE CHOC ELECTRIQUE - NE PAS OUVRIR

TPS i8HA

POWER

SIGNAL
LIMIT

POWER

220-240V110-120V

ON OFF

VOLUME

BAL

LINK

LINE IN

AC FUSE

110-120V: T4AL

220-240V: T2AL

AC INPUT

110-120V~50/60Hz

220-240V~50/60Hz

TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK DO NOT EXPOSE THIS PRODUCT TO RAIN OR MOISTURE."WARNING"

MODEL SERIAL

MADE IN CHINA

AC INPUT

8 MAX

(1)

(2)

(3)
(4)

(5)

(6)

(7)

(8)

(9)

TPS i8HA/i10HA/i12HA/i28HA

(1)POWER LED INDICATOR

(2)MIC IN with balanced XLR & TRS for microphone

(3)LINE OUT at 0dB on XLR & TRS connector

(4)Signal Limit LED

(5)Volume Control

(6)GND Switch

(7)AC Input Voltage Selector

(8)Main Power Switch

(9)AC Power Inlet with AC Fuse

MAXX

CAUTION
RISK OF ELECTRIC SHOCK

DO NOT OPEN

CAUTION : SHOCK HAZARD - DO NOT OPEN
RISK OF FIRE-REPLACE FUSE AS MARKED.

TPS i10HA

BAL

LINK

INPUT

POWER

SIGNAL
LIMIT

POWER

220-240V100-120V

CAUTION:
REPLACE FUSE ONLY WITH
SAME AND RATED TYPE!

MODEL SERIAL

ON OFF

VOLUME

MIN MAX

(1)

(2)

(3)

(4)

(5)

(6)

(7)

(8)

(9)

TPS i10HA/i12HA/i28HA



CONNECTION PLATE

3

1)Make your initial connections with all the equipment powered off, and ensure that all the main

volume controls are turned completely.

2)

4) Connect the power cords to main.

5) Turn on your mixer first, then the active speaker cabinets.

6) Turn up the volume controls of the active speaker cabinets.

7) Use PFL function to get the proper input level for the mixer, and adjust the Main Mix Level.

8) After using ,turn off your active speaker cabinets first, then the mixer.

Connect one side of the signal cable at your audio mixer into OUTPUT LEFT/RIGHT, and the other

side of the cable into the LINE INPUT of your active subwoofers.

3)Connect one side of another signal cable at your active subwoofers into LINK LEFT/RIGHT or OUT

LEFT/RIGHT, and the other side of the cable into the LINE INPUT LEFT/RIGHT of your active satellite

speakers.

*If you connect into the OUT LEFT/RIGHT, and press the BYPASS switch, the 80Hz HPF will be activated.

Two Active Subwoofers & Two Active Satellite Speakers

MAXX

5

(A)
TPS i8HA TPS i8HA

LINE IN

MAIN OUT LEFT

LINE IN LEFT/MONO

MAIN OUT RIGHT

LINE IN LEFT/MONO

Mixer

LINE IN

MAXX 10A SUBMAXX 10A SUB

PolePole

LINE IN

TPS i10HA TPS i10HA

MAXX 12A SUB

LINE IN

MAXX 12A SUB

MAIN OUT LEFT

LINE IN LEFT/MONO

MAIN OUT RIGHT

LINE IN LEFT/MONO

Mixer

Pole Pole

(B)

OL

SOLO

MUTE MUTE MUTE

SOLO

MASTER

AUX SEND

SOLO

RTRN
TO

AUX 1

FX
RETURN

0dB 0dBu=

CLIP

0

LEVEL
SET

AUX

RETURN

ALT 3-4

MAIN

RUDE SOLO

SOLO
MODE

PFL
AFL

FX
BYPASS

VARIATIONS

TAPE TO
MAIN

MAIN
MIX

ALT
3-4

SOURCE SELECT

CONTROL ROOM

PREPREPREPRE

MUTEMUTE MUTE

PRE PRE

FX OL

FX
INPUT
LEVEL

INTERNAL EFFECTS

6

7
89

10

1
2

3

4

15
16

5

11

12

13

14

OL

SOLO

OL

SOLO

OL

SOLO

OL

SOLO

OL

SOLO

CH1 CH2 CH3 CH4 ALT 3 ALT 4 MAIN MIX

GAIN GAIN GAIN GAIN

75Hz 75Hz 75Hz 75Hz

POWER

PHONES
CTRL ROOM

TAPE
CD

ALT ALT ALT ALT ALT
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60

30

20
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5
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5
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0
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5

0
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ALT
12-INPUT 2 2BUS MIXER WITH DIGITAL EFFECTS

PHANTOM
48V

CH5/6 CH7/8

REV VIBRATO+

REV FLANGER+

VIBRATO

FLANGER

CHORUS

MONO DELAY

WARM HALL

BRIGHT ROOM

WARM VOCAL

PLATE REVERB

STEREO DELAY

BRIGHT HALL

WARM ROOM

BRIGHT VOCALLINE
MP3
LINE
MP3

REV DELAY+

REV CHORUS+

00 03:08

MP3 USB REP ALL

USB PLAYER

(Push & Hold)
POWERTAC-MP3-T

MX 22/2FX.

OL

SOLO

MUTE MUTE MUTE

SOLO

MASTER

AUX SEND

SOLO

RTRN
TO

AUX 1

FX
RETURN

0dB 0dBu=

CLIP

0

LEVEL
SET

AUX

RETURN

ALT 3-4

MAIN

RUDE SOLO

SOLO
MODE

PFL
AFL

FX
BYPASS

VARIATIONS

TAPE TO
MAIN

MAIN
MIX

ALT
3-4

SOURCE SELECT

CONTROL ROOM

PREPREPREPRE

MUTEMUTE MUTE

PRE PRE

FX OL

FX
INPUT
LEVEL

INTERNAL EFFECTS

6
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89

10

1
2
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4

15
16
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11
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14

OL
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SOLO
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SOLO

OL

SOLO

OL

SOLO

CH1 CH2 CH3 CH4 ALT 3 ALT 4 MAIN MIX

GAIN GAIN GAIN GAIN

75Hz 75Hz 75Hz 75Hz

POWER

PHONES
CTRL ROOM

TAPE
CD

ALT ALT ALT ALT ALT
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ALT
12-INPUT 2 2BUS MIXER WITH DIGITAL EFFECTS

PHANTOM
48V

CH5/6 CH7/8

REV VIBRATO+

REV FLANGER+

VIBRATO

FLANGER

CHORUS

MONO DELAY

WARM HALL

BRIGHT ROOM

WARM VOCAL

PLATE REVERB

STEREO DELAY

BRIGHT HALL

WARM ROOM

BRIGHT VOCALLINE
MP3
LINE
MP3

REV DELAY+

REV CHORUS+

00 03:08

MP3 USB REP ALL

USB PLAYER

(Push & Hold)
POWERTAC-MP3-T

MX 22/2FX.
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MAXX

5
CONNECTION PLATE

(C)

MAXX 12A SUB

MAIN OUT LEFT

LINE IN LEFT/MONO

MAIN OUT RIGHT

LINE IN LEFT/MONO

TPS i28HA TPS i28HA

MAXX 12A SUB

LINE IN

Mixer

PolePole

LINE IN

OL

SOLO

MUTE MUTE MUTE

SOLO

MASTER

AUX SEND

SOLO

RTRN
TO

AUX 1

FX
RETURN

0dB 0dBu=

CLIP

0

LEVEL
SET

AUX

RETURN

ALT 3-4

MAIN

RUDE SOLO

SOLO
MODE

PFL
AFL

FX
BYPASS

VARIATIONS

TAPE TO
MAIN

MAIN
MIX

ALT
3-4

SOURCE SELECT

CONTROL ROOM

PREPREPREPRE

MUTEMUTE MUTE

PRE PRE

FX OL

FX
INPUT
LEVEL

INTERNAL EFFECTS

6

7
89

10

1
2

3

4

15
16

5

11

12

13

14

OL

SOLO

OL

SOLO

OL

SOLO

OL

SOLO

OL

SOLO

CH1 CH2 CH3 CH4 ALT 3 ALT 4 MAIN MIX

GAIN GAIN GAIN GAIN

75Hz 75Hz 75Hz 75Hz

POWER

PHONES
CTRL ROOM

TAPE
CD

ALT ALT ALT ALT ALT

0
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5

0
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ALT
12-INPUT 2 2BUS MIXER WITH DIGITAL EFFECTS

PHANTOM
48V

CH5/6 CH7/8

REV VIBRATO+

REV FLANGER+

VIBRATO

FLANGER

CHORUS

MONO DELAY

WARM HALL

BRIGHT ROOM

WARM VOCAL

PLATE REVERB

STEREO DELAY

BRIGHT HALL

WARM ROOM

BRIGHT VOCALLINE
MP3
LINE
MP3

REV DELAY+

REV CHORUS+

00 03:08

MP3 USB REP ALL

USB PLAYER

(Push & Hold)
POWERTAC-MP3-T

MX 22/2FX.

LINE IN

TPS i12HA TPS i12HA

MAXX 15A SUB

LINE IN

MAXX 15A SUB Mixer

(D)

Pole

MAIN OUT LEFT

LINE IN LEFT/MONO

MAIN OUT RIGHT

LINE IN LEFT/MONO

OL

SOLO

MUTE MUTE MUTE

SOLO

MASTER

AUX SEND

SOLO

RTRN
TO

AUX 1

FX
RETURN

0dB 0dBu=

CLIP

0

LEVEL
SET

AUX

RETURN

ALT 3-4

MAIN

RUDE SOLO

SOLO
MODE

PFL
AFL

FX
BYPASS

VARIATIONS

TAPE TO
MAIN

MAIN
MIX

ALT
3-4

SOURCE SELECT

CONTROL ROOM

PREPREPREPRE

MUTEMUTE MUTE

PRE PRE

FX OL

FX
INPUT
LEVEL

INTERNAL EFFECTS

6

7
89

10

1
2

3

4

15
16

5

11
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13

14
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OL

SOLO

CH1 CH2 CH3 CH4 ALT 3 ALT 4 MAIN MIX

GAIN GAIN GAIN GAIN

75Hz 75Hz 75Hz 75Hz

POWER

PHONES
CTRL ROOM

TAPE
CD

ALT ALT ALT ALT ALT
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ALT
12-INPUT 2 2BUS MIXER WITH DIGITAL EFFECTS

PHANTOM
48V

CH5/6 CH7/8

REV VIBRATO+

REV FLANGER+

VIBRATO

FLANGER

CHORUS

MONO DELAY

WARM HALL

BRIGHT ROOM

WARM VOCAL

PLATE REVERB

STEREO DELAY

BRIGHT HALL

WARM ROOM

BRIGHT VOCALLINE
MP3
LINE
MP3

REV DELAY+

REV CHORUS+

00 03:08

MP3 USB REP ALL

USB PLAYER

(Push & Hold)
POWERTAC-MP3-T

MX 22/2FX.

Pole



CONNECTION PLATE
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MAXX

5
1)Make your initial connections with all the equipment powered off, and ensure that all the main

volume controls are turned completely.

2)

4) Connect the power cords to main.

5) Turn on your mixer first, then the active speaker cabinets.

6) Turn up the volume controls of the active speaker cabinets.

7) Use PFL function to get the proper input level for the mixer, and adjust the Main Mix Level.

8) After using ,turn off your active speaker cabinets first, then the mixer.

Connect one side of the signal cable at your audio mixer into OUTPUT LEFT/RIGHT, and the other

side of the cable into the LINE INPUT LEFT/RIGHT of your active subwoofer.

3)Connect one side of another signal cable at your active subwoofer into LINK LEFT/RIGHT or OUT

LEFT/RIGHT, and the other side of the cable into the LINE INPUT LEFT/RIGHT of your active satellite

speakers.

*If you connect into the OUT LEFT/RIGHT, and press the BYPASS switch, the 80Hz HPF will be activated.

One Active Subwoofer & Two Active Satellite Speakers

(A) TPS i8HA

Tripod
Mount

TPS i8HA

Tripod
Mount

MAXX 10A SUB

MAIN OUT LEFT MAIN OUT RIGHT

LINE IN RIGHTLINE IN LEFT/MONO

LINE INLINE IN

Mixer

OL

SOLO

MUTE MUTE MUTE

SOLO

MASTER

AUX SEND

SOLO

RTRN
TO

AUX 1

FX
RETURN

0dB 0dBu=

CLIP

0

LEVEL
SET

AUX

RETURN

ALT 3-4

MAIN

RUDE SOLO

SOLO
MODE

PFL
AFL

FX
BYPASS

VARIATIONS

TAPE TO
MAIN

MAIN
MIX

ALT
3-4

SOURCE SELECT

CONTROL ROOM

PREPREPREPRE

MUTEMUTE MUTE

PRE PRE

FX OL

FX
INPUT
LEVEL

INTERNAL EFFECTS
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10
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16

5

11

12

13

14
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POWER

PHONES
CTRL ROOM
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ALT ALT ALT ALT ALT
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ALT
12-INPUT 2 2BUS MIXER WITH DIGITAL EFFECTS

PHANTOM
48V

CH5/6 CH7/8

REV VIBRATO+

REV FLANGER+

VIBRATO

FLANGER

CHORUS

MONO DELAY

WARM HALL

BRIGHT ROOM

WARM VOCAL

PLATE REVERB

STEREO DELAY

BRIGHT HALL

WARM ROOM

BRIGHT VOCALLINE
MP3
LINE
MP3

REV DELAY+

REV CHORUS+

00 03:08

MP3 USB REP ALL

USB PLAYER

(Push & Hold)
POWERTAC-MP3-T

MX 22/2FX.

(B)
TPS i10HA TPS i10HA

MAXX 12A SUB

MAIN OUT LEFT MAIN OUT RIGHT

LINE IN RIGHTLINE IN LEFT/MONO

LINE INLINE IN

Tripod
Mount

Tripod
Mount

OL

SOLO

MUTE MUTE MUTE

SOLO

MASTER

AUX SEND

SOLO

RTRN
TO

AUX 1

FX
RETURN

0dB 0dBu=

CLIP

0

LEVEL
SET

AUX

RETURN

ALT 3-4

MAIN

RUDE SOLO

SOLO
MODE

PFL
AFL

FX
BYPASS

VARIATIONS

TAPE TO
MAIN

MAIN
MIX

ALT
3-4

SOURCE SELECT

CONTROL ROOM

PREPREPREPRE

MUTEMUTE MUTE

PRE PRE

FX OL
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INPUT
LEVEL
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ALT
12-INPUT 2 2BUS MIXER WITH DIGITAL EFFECTS

PHANTOM
48V

CH5/6 CH7/8

REV VIBRATO+

REV FLANGER+

VIBRATO

FLANGER

CHORUS

MONO DELAY

WARM HALL

BRIGHT ROOM

WARM VOCAL

PLATE REVERB

STEREO DELAY

BRIGHT HALL

WARM ROOM

BRIGHT VOCALLINE
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Either the 1/4" TRS phone jack or XLR connector can be wired in balanced and unbalanced

modes, which will be determined by the actual application status, please wire your system

as the following wiring examples:

XLR Type Unbalanced

Pin3 (-)

Pin2 (+)

Pin1 ( )

(Linked to Pin1 manually, )

XLR Type balanced

Pin1 ( )

Pin2 (+)
Pin3 (-)

TRS Type Balanced

TipRing

Sleeve

+
-

TRS Type Unbalanced

TipRing

Sleeve

+

TS Type Unbalanced

Sleeve

Tip

+

For 1/4" Phone jack

For XLR Connector

Tip

Ring

Sleeve

Tip

Ring

Sleeve

Tip

Sleeve

Tip

Sleeve

Tip

Sleeve

Cent er

Cent er

Centre

Screen

Screen

Screen

1

2

3

Tip

Ring

Sleeve

1

2

3

1

2

3

Tip

Ring

Sleeve

1

2

3

Tip

Sleeve

1

2

3

TIP SLEEVE

TIP SLEEVE

TIP RING SLEEVE

TIP RING SLEEVE

1
2

3

2
1

3

2
1

3

TIP RING SLEEVE

TIP SLEEVE

1
2

3

1
2

3

SLEEVE TIP

SLEEVE RING TIP

Unbalanced

For these applications the unit provides 1/4" TRS and XLR connectors to easily interface with

most professional audio devices. Follow the configuration examples below for your particular

connection.

In-line Connection

Tip

Ring

Sleeve

Tip

Ring

Sleeve

Tip

Ring

Sleeve

1

2

3

1

2

3

1

2

3

TIP RING SLEEVE
SLEEVE RING TIP

TIP RING SLEEVE

2
1

3

1
2

3

1
2

3

Balanced

WIRE CONNECTIONS
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GUARANTEE

Topp Pro guarantees the normal operation of the product against any defect of manufacture

and/or vice of material, by the term of (12) months, counted as of the date of purchase on

the part of the user, committing itself to repair or to change, to its election, without position

some, any piece or component that will fail in normal conditions of use within the mentioned

period.

This guarantee is valid if the original buyer will have to present /display this certificate

properly sealed and signed by the selling house, accompanied by the corresponding invoice

of purchase where it consisted the model and serial number of the acquired equipment.

With the object of its correct operation, and of the validity of this one guarantee, this

product will have to be installed and to be used according to the instructions that are

detailed in the manual associate or the package of the product.

This unit will be able to appear for its repair, next to the invoice of purchase (or any other

comprobante where the date of purchase consists), to its authorized distributer Topp Pro or

an authorized technical center on watch by Topp Pro.

Exclusion of damages:

Some states do not allow to exclusion or the limitation to the fortuitous or consequent

damages, so the aforesaid limitation can not be applied to you.

This guarantee gives specific legal rights him, you can also have other right that varies of

state to state.

The guarantee does not cover:

- Damages caused by the illegal use of the product, repair and / or nonauthorized

conducted by people by

modification

Topp Pro.

- Damages caused by the connection of the equipment to other equipment different from

the specified ones in the manual of use, or by bad connection to these last ones.

- Damages caused by electrical storms, blows and / or incorrect transport.

- Damages caused by excesses or falls of tension in the network or by connection to

networks with a tension different from the required one by the unit.

- Damages caused by the presence of sand, acid of batteries, water, or any strange

element inside the equipment.

- Deteriorations produced by the course of the time, use and/or normal wear of the unit.

- Alteraion or absence of the serial number of factory of the equipment.

The repairs could only be carried out the authorized technical service by Topp Pro, that will

inform about the term and other details into the repairs to take place according to this guarantee.

Topp pro, will repair this unit in counted a term nongreater to 30 days as of the date

of entrance of the unit to the Technical Service. In those cases in that due to the

particularity of the spare part, outside necessary their import, the repair time and the

viability of the same one will be subject to the effective norms for the import of parts,

in which case one will inquire to the user about the term and possibility into repair.

THE RESPONSIBILITY OF TOPP PRO BY ANY DEFECTIVE PRODUCT IS LIMITED THE REPAIR OR THE

REPLACEMENT OF HE HIMSELF, TO TOPP OPTION PRO. IF WE CHOSE TO REPLACE THE PRODUCT,

THE REPLACEMENT CAN BE A RECONDITIONATED UNIT. TOPP PRO WILL NOT BE RESPONSIBLE

BY THE DAMAGES BASED ON THE LOST, INCONVENIENCE, LOSS OF USE, BENEFITS, LOST

SAVINGS, BY THE DAMAGE TO OTHER EQUIPMENT OR OTHER ARTICLES IN THE USE SITE,

OR BY ANY OTHER DAMAGE IF HE IS FORTUITOUS, CONSEQUENT OR OF ANOTHER TYPE,

ALTHOUGH TOPP PRO HAS BEEN NOTICED OF THE POSSIBILITY OF SUCH DAMAGES.
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